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Warehouse

Luminaire list

cluxtella

Drotal Ptotal Luminous efficacy
58336 Im 402.8 W 144.8 Im/W
pcs. Manufacturer Article No. Article name P P Luminous efficacy
2 Luxtella LX-H-1-24-740-11080Im-76W 76.4W 10305 Im 1349 Im/W
2 Luxtella LX-H-[-24-740-5668Im-34W 343 W 52721m  153.7 Im/W
2 Luxtella LX-H-1-24-740-6801Im-42W 417 W 6326Im  151.7 Im/W
2 Luxtella LX-H-J-24-740-7814Im-49W 49.0 W 7265Im 1483 Im/W
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Product data sheet

Luxtella LX-H-1-24-740-5668Im-34W

105° 105°
90° 90°
75° ! \ 75°
60° 60°
320
P 343 W
45° 45°
qJLamp 5668 Im 480
q)Luminaire 5272 Im
n 93.01 %
30° 15° 0° 15° 30°
Luminous efficacy ~ 153.7 Im/W L W=85%
CCT 4000 K
Polar LDC

CRI 72
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Product data sheet

Luxtella LX-H-1-24-740-6801Im-42W

105° 105°
90° 90°
75° ! \ 75°
60° 60°
320
P 417 W
45° 45°
qJLamp 6801 Im 480
PrLuminaire 6326 Im
n 93.01 %
30° 15° 0° 15° 30°
Luminous efficacy ~ 151.7 Im/W L W=85%
CCT 4000 K
Polar LDC

CRI 72
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Product data sheet

Luxtella LX-H-1-24-740-11080Im-76W

105° 105°
90° 90°
75° ! \ 75°
60° 60°
320
P 76.4W
45° 45°
qJLamp 11080 Im 480
PrLuminaire 10305 Im
n 93.01 %
30° 15° 0° 15° 30°
Luminous efficacy ~ 134.9 Im/W L W=85%
CCT 4000 K
Polar LDC

CRI 72
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Product data sheet

Luxtella LX-H-J-24-740-7814Im-49W

105° 105°
90° 90°
75° 75°
60° 60°
200
P 49.0W
45° 45°
qJLamp 7814 1m 300
PrLuminaire 7265 Im
400
n 92.98 %
30° 15° 0° 15° 30°
Luminous efficacy 1483 Im/W L W=85%
CCT 4000 K
Polar LDC

CRI 72







Warehouse rIUXtE“ﬁ




Warehouse (lUXtE“ﬁ

Images




Warehouse

Images

13.00

10

Room 2

12.00

cluxtella




Warehouse

cluxtella

Images

7.97/

4.00
6.40
720




Warehouse

Building 1 - Storey 1 - Room 1
Summary

cluxtella
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Ground area: 156.00 m? | Reflection factors: Ceiling: 70.5 %, Walls: 29.0 %, Floor: 42.9 % | Maintenance factor: 0.91 (fixed) |
Clearance height: 4.060 m - 7.940 m | Mounting height: 4.306 m - 7.539 m
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Building 1 - Storey 1 - Room 1

cluxtella

Summary
Results
Symbol Calculated Target Check Index

Consumption values Consumption [700 - 1100] kWh/a max. 5500 kWh/a Vv

Lighting power density Room 2.58 W/m? -
Utilisation profile: DIALux presetting, Standard (office)

Luminaire list

pcs. Manufacturer Article No. Article name P 0} Luminous efficacy
2 Luxtella [X-H-1-24-740-11080Im-76W 76.4W 10305 Im  134.9 Im/W

2 Luxtella LX-H-1-24-740-5668Im-34W 343 W 5272Im  153.7 Im/W

2 Luxtella LX-H-1-24-740-6801Im-42W 417 W 6326Im  151.7 Im/W

2 Luxtella LX-H-J-24-740-7814Im-49W 49.0 W 7265Im  148.3 Im/W
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Building 1 - Storey 1 - Room 1
Luminaire layout plan

clUxtella

h
Al

m(r
w2

6
A3




Warehouse

Building 1 - Storey 1 - Room 1
Luminaire layout plan
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Manufacturer Luxtella
Article name LX-H-1-24-740-
11080Im-76W

2 x Luxtella LX-H-1-24-740-11080Im-76W

clUxtella

Type Line arrangement X Y Mounting Luminaire
height
1st luminaire (X/Y/Z) 2.627m/12.075m/
7.539m 2,627 m 12075m  7.539m
X-direction 2 pcs., Centre - 9.477 m 12.075m 7.539m

centre, 6.850 m

Arrangement Al
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Building 1 - Storey 1 - Room 1
Luminaire layout plan

7

Manufacturer Luxtella
Article name LX-H-1-24-740-
5668Im-34W

2 x Luxtella LX-H-1-24-740-5668Im-34W

clUxtella

Type Line arrangement X Y Mounting Luminaire
height
1st luminaire (X/Y/Z) 2.627 m/4.608 m/
5339m 2.627m 4.608 m 5339m
X-direction 2 pcs., Centre - 9.477 m 4.608 m 5339m |E|

centre, 6.850 m

Arrangement A3




Warehouse

Building 1 - Storey 1 - Room 1
Luminaire layout plan
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Manufacturer Luxtella
Article name LX-H-1-24-740-
6801Im-42W

2 x Luxtella LX-H-1-24-740-6801Im-42W

clUxtella

Type Line arrangement X Y Mounting Luminaire
height
1st luminaire (X/Y/Z) 2.627 m /8342 m/
6.439 m 2.627m 8.342m 6.439 m
X-direction 2 pcs., Centre - 9.477 m 8.342m 6.439m

centre, 6.850 m

Arrangement A2




Warehouse

Building 1 - Storey 1 - Room 1
Luminaire layout plan
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Manufacturer Luxtella
Article name LX-H-J-24-740-
7814Im-49W

2 x Luxtella LX-H-J-24-740-7814Im-49W

clUxtella

Type Line arrangement X Y Mounting Luminaire
height
1st luminaire (X/Y/Z) 2.627 m/0.875m/
4306 m 2,627 m 0.875m 4306 m
X-direction 2 pcs., Centre - 9.477 m 0.875m 4306 m

centre, 6.850 m

Arrangement A4




Warehouse

Building 1 - Storey 1 - Room 1
Luminaire list

cluxtella

Diotal Ptotal Luminous efficacy
58336 Im 402.8 W 144.8 Im/W
pcs. Manufacturer Article No. Article name P 0} Luminous efficacy
2 Luxtella LX-H-1-24-740-11080Im-76W 76.4 W 10305 Im  134.9 Im/W
2 Luxtella LX-H-1-24-740-5668Im-34W 343 W 5272 1Im  153.7 Im/W
2 Luxtella LX-H-1-24-740-6801Im-42W 41.7 W 6326Im  151.7 Im/W
2 Luxtella LX-H-J-24-740-7814Im-49W 49.0 W 7265Im 1483 Im/W
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Building 1 - Storey 1 - Room 1
Calculation objects

cIUxtellr
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Warehouse

Building 1 - Storey 1 - Room 1
Calculation objects

Calculation surfaces

clUxtella

Properties E Emin Emax g1 92 Index
Calculation surface 1 2211 126 Ix 277 Ix 0.57 0.45

Perpendicular illuminance
Height: 0.000 m

Utilisation profile: DIALux presetting, Standard (office)
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Building 1 - Storey 1 - Room 1
Calculation surface 1

100 200 300 [Ix]
Properties E Emin Ermax g1 g2 Index
Calculation surface 1 221 Ix 126 Ix 277 Ix 0.57 0.45

Perpendicular illuminance
Height: 0.000 m

Utilisation profile: DIALux presetting, Standard (office)
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